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STATE STANDARDS

701426-03 LANE CLOSURE, MULTILANE, INTERMITTENT OR MOVING OPER., FOR SPEEDS 2 45 MPH

WMMMMW%WR&%M
701606'0&MULTILANE, URBAN. LANE CLOSURE, 2W WITH MOUNTABLE MEDIAN
701301-01./ LANE CLOSURE MULTILANE IW OR ‘2W CROSSWALK OR SIDEWALK CLOSURE
701901;0/ TRAFFIC CONTROL DEVICES

704001- 046 TEMPORARY CONCRETE' BARRIER

GENERAL NOTES

BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR  .SHALL CALL
"JULIE” AT 800-892-0123 or 811 FOR FIELD LOCATIONS OF BURIED ELECTRIC,
TELEPHONE AND GAS FACILITIES. (48 HOUR NOTIFICATION.IS REQUIRED)

THE CONTRACTOK SHALL COORDINATE Cf)NSTRUCTION CACTIVITIES
WITH UTILITY COMPANIES AND THE CITY OF JOLIET.

THE CONTRACTOR WILL NOT BE ALLOWED TO SET UP A YARD OR FIELD
OFFICE ON $TATE PROPERTY WITHOUT. WRITTEN PERMISSION FROM
THE DEPARTMENT.

THE  RESIDENT  ENGINEER  SHALL CONTACT MS. CORA MITHIS
AREA TRAFFIC FIELD ENGINEER AT (815) 485-6475 A MINIMUM OF .2
WEEKS = PRIOR TO PLACEMENT OF PERMANENT PAVEMENT MARKING.

BEFORE BEGINING ANY.WORK, THE CONTRACTOR SHALL RETAIN AND. RECORD

FOR FUTURE REFERANCE, ALL EXISTING PAVEMENT MARKING LINES (AND RAISED
REFLECTIVE PAVEMENT MARKINGS) IN ORDER THAT THESE LCCATIONS CAN BE
RE-ESTABLISHED FOR STRIPING, EXACT LOCATIONS OF ALL PAVEMENT MARKINGS
SHALL BE AS DIRECTED BY THE ENGINEER.

ALL DAMAGE TO EXISTING PAVEMENT MARKINGS OR RAISED REFLECTIVE
PAVEMENT MARKINGS OUTSIDE THE REMOVAL LINE SHOWN ON THE PLANS
SHALL BE REPLACED AT NO ADDITIONAL COST TO THE DEPARTMENT.

THE CONTRACTOR SHALL CONTACT THE DISTRICT ONE TRAFFIC CONTROL SUPERVISOR‘
AT (847) T705-4470. A MINIMUM OF 72 HOURS IN ADVANCE OF BEGINING OF WORK.

IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO VERIFY ALL DIMENSIONS AND
CONDITIONS EXISITING IN THE FIELD PRIOR TO CONSTRUCTION AND ORDERING OF
MATERIALS.

THE CONTRACTOR SHALL BE REQUIRED TO PROVIDE ACCESS TO ABUTTING PROPERTY
ALL TIMES DURING THE CONSTRUCTION OF THIS PROJECT.

DO NOT SCALE PLANS FOR.CONSTRUCTION DIMENSIONS.

CONCRETE SUPERSTRUCTURE SHALL HAVE A SEVEN DAY MINIMUM CURE.

BRIDGE NOTES

REINFORCEMENT BARS SHALL CONFORM TO THE REQUIREMENTS OF ASTM A 706 GR 60
(IL MODIFIED). SEE SPECIAL PROVISIONS.

REINFORCEMENT BARS DESIGNATED {E} SHALL BE EPOXY COATED.

ALL STRUCTURAL STEEL SHALL CONFORM 7O AASHTO‘ CLASSIFICATION M-270 Gr. 36,
UNLESS OTHERWISE. NOTED.

PLAN DIMENSIONS AND DETAILS RELATIVE TO EXISTING PLANS ARE SUBJECT TO
NOMINAL CONSTRUCTION VARIATIONS. THE CONTRACTOR SHALL FIELD VERIFY
EXISTING DIMENSIONS.  AND DETAILS AFFECTING NEW CONSTRUCTION AND MAKE -
NECESSARY 'APPROVED -ADJUSTMENTS PRIOR TO CONSTRUCTION OR ORDERING

OF MATERIALS. SUCH VARIATIONS SHALL NOT BE CAUSE FOR ADDITIONAL
COMPENSATION FOR A CHANGE IN SCOPE OF THE WORK, HKOWEVER, THE CONTRACTOR
gIIBLFgg ?ﬁIEDWFO%Fl{( THE QUANTITY ACTUALLY FURNISHED BASED AT THE UNIT PRICE -

THE DECK SURFACE SHALL HAVE ITS FINAL FINISH TINED ACCORDING TO ARTICLE
420.09(e) (1) OF THE STANDARD SPECIFICATIONS. COST INCLUDED WITH CONCRETE
SUPERSTRUCTURES.

EXISTING REINFORCEMENT BARS EXTENDING INTO THE REMOVAL AREA SHALL BE CLEANED,
STRAIGHTENED AND INCORPORATED INTO THE NEW CONSTRUCTION. ANY REINFORCEMENT
BARS THAT ARE DAMAGED DURING CONCRETE REMOVAL SHALL BE REPLACED WITH AN
APPROVED BAR SPLICER OR ANCHORAGE SYSTEM. COST INCLUDED WITH CONCRETE REMOVAL.

THE. CONTRACTOR SHALL USE EXTREME CARE DURING CONCRETE REMOVAL SO AS NOT TO
DAMAGE THE PPC 'I-BEAM.

JOINT OPENINGS SHALL® BE ADJUSTED ACCORDING TO ARTICLE 520.04 OF THE STD. SPECS.
WHEN: THE DECK IS POURED AT AN AMBIENT TEMPERATURE OTHER THAN 50°
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